MT HOPE COMMUNITY VOL FIRE DEPT GENERAL OPERATING GUIDELINES


FIRE STATION SAFETY

I.  Scope

This standard establishes safety regulations to be followed by members assigned to a fire station.

II. General

1. Fire stations should comply with all applicable, health, safety, building requirements.
2. Floors shall be kept clean and free from obstruction.  Slippery substances such as water, oil, and other fluids shall not be allowed to accumulate on a floor surface and shall be mopped up as soon as is practical.

3. All tools and equipment shall be maintained in a clean and serviceable condition and shall be returned to their proper place immediately after use.

4. All flammable and combustible liquids and gases shall be stored in their proper container.

5. Prior to each use, all electrical equipment such as extension cords shall be inspected to prevent the possibility of shock or electrocution.

6. Horseplay is forbidden.

7. Proper care shall be exercised when using any chemical product, pesticide, solvent, or other harmful or toxic substance.

8. Caution shall be exercised when using chemical product, pesticide, solvent, or other harmful or toxic substance.

9. All smoke detectors, fire extinguishers, exit signs, and other safety equipment shall be maintained in proper working order.

10. Any defective equipment or unsafe condition shall be reported immediately.

11. Automatic overhead door closures shall not be activated until the apparatus has completely cleared the door.

12. All lawn work shall be conducted in proper attire and the appropriate safety precautions shall be taken.

13. Apparatus will not be run in the engine bays unless the Plymovent system is attached to the exhaust of the apparatus.
III. Responsibilities

1. Members shall adhere to all safety regulations. 
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