MT HOPE COMMUNITY VOL FIRE DEPT GENERAL OPERATING GUIDELINES


TACTICAL SURVEYS (PRE-PLANS)

I. Scope:
To provide a quick review of critical information on a specific location. This information is needed for initial decision making during an emergency situation.

II. Criteria for Pre-plans:
· Any structure with a total floor area of 5,000 sq. ft. or greater.

· Any structure with a sprinkler and/or standpipe system.

· Any structure storing bulk amounts of pesticide, flammable, toxic, or hazardous materials in excess of 100 gallons or 100 pounds.

· Any structure that poses unique problems or dangers to firefighting personnel.

· Any other structure determined by the Fire Chief that should be pre-planned.

III. Guidelines for drawing Pre-Plans:
· Print all information, using a #2 pencil.

· Place an “X” in the Y or N boxes.

· If the structure has a basement, show the number of stories plus “B”;    ex.-2-B.

· Construction Type;

1. Fire Resistive- constructed of noncombustible materials (reinforced concrete, brick, stone, etc. and having any metal members fire proofed) with major structural members designed to withstand collapse and to prevent the spread of fire.

2. Non-combustible- having all structural members (including walls, floors, and roofs) of non-combustible materials, and not qualifying as fire resistive.

3. Ordinary- having exterior walls of masonry, or other non-combustible material, in which the other structural members are wholly or partly of wood or other combustible materials.

4. Heavy Timber- structure having 8” solid or laminated wood columns, 6” beams and girders, and tongue and groove flooring and roof decking; walls may be masonry or other non-combustible material.

5. Wood Frame- any structure, other than a dwelling, in which the structural members are wholly or partially wood or other combustible material, and in which the structure does not qualify as ordinary.

· Hazardous materials- use numbers beginning with 15, and show the number at the correct location on the layout.

· Utility Hookups- show as 3-E, 3-G, 3-W for Electric, Gas, and Water.

· Show both electrical hookup (3-E) and main electrical panel (6) on layout.

· List dimensions beneath L-W-H

    100-50-25

· Draw regular doors as --|2|-- and overhead or garage doors as ------------
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· Circle the best fire dept access.

· Show only firewalls and major divisional walls. If there are major variations in the floors of multi-story buildings, use separate forms for each floor and note the floor number.

· If the building is residential for multiple occupants, note the number of beds under the nature of occupancy.

· List the 3 closest water points.

· Indicate the direction of North.

· Conduct a radio test on MHTAC from inner most part of the building. If radio fails to hit a repeater then it should be noted that NMASTA will be needed.

IV. Guidelines for completed Pre-plans:

· Completed original forms are to be kept on file.

· After review of the Chief or his designee, copies are to be made for all Chief Officers and all apparatus. They are to be placed in plastic sheet protectors and arranged alphabetically in a 3 ring binder.

· Pre-plans are to be updated annually, any time the occupancy of the building changes, or any time a major renovation has occurred.

Revised Sept. 1,2010

GOG-600.011


