MT HOPE COMMUNITY VOL FIRE DEPT GENERAL OPERATING GUIDELINES


FIRE STREAMS

I. Scope
This standard shall apply to all fire and rescue incidents where hoselines must be deployed and water used to mitigate the situation. It was promulgated to:

1. Establish guidelines for developing effective fire streams.

2. Establish guidelines for the proper placement of fire streams at a fire or rescue incident.

II. General
1. Tactical success during a firefighting operation depends to a large degree on the timely development of adequate fire streams.

2. For a fire stream to be adequate, sufficient pressures are needed to provide effective reach. Select hoselines and nozzles that provide sufficient volumes to meet fire flow demands.

III. Hoseline Selection
1. Initial hose lines should be deployed based on the following:

a. Hose of a sufficient size to meet the fire flow demand.

b. The proper safety factor to personnel operating the line.

c. Adequate personnel available to deploy the line effectively.

d. Sufficient water supply to meet the fire flow demand.

e. The time required and work involved in deploying a stream.

IV. Placement
1. Order of deployment:

a. Place the first line between the fire and the victims to provide an escape route.

b. If there is no life hazard, place the first line between the fire and the most severe exposure.

c. Place the second line to support the first line and to protect a secondary means of egress.

d. Use additional lines to support attack positions.

2. Rules of Placement

a. Always attack structures from the unburned side, if at all possible.

b. Never combine interior and exterior attacks.
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