MT HOPE COMMUNITY VOL FIRE DEPT GENERAL OPERATING GUIDELINES


HOSE LOADS

I. Scope
This standard regulates the loading and transporting of fire hose on apparatus.

II. General
1. For the purposes of this standard, a hose load may refer to both the total complement of hose carried on an individual apparatus and to the manner in which the hose is carried on the apparatus.

2. There will be some variations in both the amount of hose carried on an apparatus and the manner in which it is loaded due to the number, size, and arrangements of various hose beds on apparatus built by different manufacturers.

III. Definitions
1. Attack line: Any hose that is manually deployed and supplies water from an apparatus or standpipes discharged to a nozzle and used to control or extinguishes a fire.

2. Combination lay: A hoselay in which hoselines are laid in both directions:

a. Forward – From a water source to the fire

b. Reverse – From a fire to a water source

3. Filler hose: A section of 2 ½”, 3” or 4” fire hose carried on apparatus used to fill the booster tank from a hydrant or tanker.

4. Forward lay: Advancing or deploying a supply line from a water source to the fire or incident scene.

5. Hard Suction: Normally a 10-foot section of noncollapsible, rubberized hose with a steel core that is used for drafting.

6. Hosebed: An area or compartment on an apparatus designed to carry or transport hose.

7. Hose carry: A method of moving and deploying fire hose.

8. Hose pack: (High Rise Pack) a compact bundle of hose normally used in standpipe operations.

9. Hose record: A permanent record provided for each section of hose listing the history of an individual section of hose from the time of purchase until it is taken out of service.

10. Preconnect: An attack hose connected to a discharge when the hose is loaded so as to reduce deployment time.

11. Reverse lay: A method of laying hose from a fire or incident scene to a water source.

12. Service test: Hydrostatic pressure testing of a fire hose conducted a least annually.

13. Supply line: Hose from a water source or supply to the intake of an apparatus, sprinkler system, or standpipe.

IV. Supply Lines
1. The department uses supply lines on both Engines and the Tanker. Each should carry a minimum of 1,000 (one-thousand) feet of 3” or 4” hose. The hose is carried on the apparatus in a flat load.

V. Attack Lines
1. The number and lengths of attack lines vary by apparatus due to the limitations imposed by the number and sizes of hosebeds found on a given apparatus.

2. Preconnects: 

a. Engine 38:

i. (2) 1 3/4inch and (1) 2 ½” inch 200’ in length.

ii. 1 3/4” speed Lays loaded in minuteman load.
iii. 100’ 1 3/4” Bumper Line loaded accordion load.

b. Engine 238:

i. (2) 1 ¾” inch and (1) 2 ½” inch 200’ in length.

ii. 1 ¾”Speed Lays loaded in minuteman load.

iii. (1) 1” Booster line.

c. Tanker 38:

i. (2) 1 ¾” inch and (1) 2 ½ “inch 200’ in length.

ii. 1 ¾ “Speed Lays loaded in minuteman load.

d.  Squad 38:

i. (1) 1 ¾ “inch 200’ in length.

ii. 1 ¾ “inch loaded in minuteman load.

e. Brush 38:

i. (1)  1 3/4” inch 200” in length.

ii. (1)  1” inch Booster line 200’ in length.
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